PBS ROOF PANEL

3 ROWS OF 16d NAILS @ 12" O.C.
OR AS REQUIRED BY ENGINEERING
8d NAILS @ 6" O.C.
OR EQUIVALENT

EACH SIDE
PREMIER MASTIC y 2N S
TYPICAL EACH SIDE gy < X DOUBLE BEVELED
AND BOTH FACES S SN LUMBER SPLINE

>
~
N
N

>
~
™
N

> N
z: ~
z: ~
z N
Z ~
z: ~
~ ~
z: N
z: N
~ ~
z: >
z: ~
z: ~
z: N
z: N
~ ~
z: N
z: ~
~ ~
z: ~
z: ~
~ =
z: N
z: ~
~ ~
z: N
2 N
z: N

>
~
N
>

|
7 D
Z ~
= ~
~: N
Z ~
- ~
- ~
~ ~
= ~
Z: N
Z ~
- ~
~: ~
Z ~
= ~
Z: N
Z ~
- ~
= ~
~ ~
= ~
~: N
~ ~
- ~
- ~
~ ~
= ~
Z N
~ ~
- ~
- ~
~ ~
Z N
~: N
~ ~
~: ~
- ~
~ ~
Z N
Z N
~ ~
~: ~
- ~
~ ~
Z N
Z ~
& '~
~: ~
~: ~
& ~
Z N
~: N
~ N
- ~
- ~
~ N
Z ~
~: N
~ N
Z ~
~ N
z: S

SIP TAPE
REFER TO TECHNICAL BULLETINS #28
& #32 FOR SIP TAPE APPLICATION

REFER TO PBS TECHNICAL

BULLETIN #3 FOR
ROOF PANEL CAN NOT EXCEEDE 6' CANTILEVERED ROOF

CANTILEVER FOR THIS CONDITION. PANEL CAPACITIES.
SUPPORTING WALL OR BEAM MAX 6' AWAY
FROM EACH SIDE OF RIDGE.

PBS-319"\ CANTILEVERED RIDGE WITH BLOCKING 11-9-10
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